
Fire Class

Door Leaf

Frame

Thickness of doorleaf

Hinges

Core material

Application

Weight (700x1900 mm)

A-30 / A-60

PVC, painted or stainless steel

3 mm painted mild steel

62 mm

stainless steel

rockwool

interior doors

85 kg/pcs

steel sheets

MRN AD

A-30 / A-60

PVC, painted or stainless steel

3 mm painted mild steel

62 mm

stainless steel

rockwool

interior doors

85 kg/pcs

steel sheets

A30 - A60 CLASS DOOR

These doors are as standard,
with sound reduction quality up to 34,1 DB,
with a soft insulation core,
with window optional,
with hose port optional.

Colors and patterns according to available and approved
PVC, painted, stainless steel marine designs as surface.

Sound reduction

Comments

Air and gastihgtness

34,1 DB

25x25 mm fiberglass

34,1 DB

with hose port optional

25x25 mm fiberglass

A-30 / A-60

PVC, painted or stainless steel

3 mm painted mild steel

62 mm

stainless steel

rockwool

interior doors

85 kg/pcs

steel sheets

34,1 DB

with window optional

25x25 mm fiberglass

Sound chart

DESCRIPTION MRN-AD 301 MRN-AD 302 MRN-AD 303



SECTION A-A

CLEAR OPENING

CUT OUT IN BULKHEAD = CLEAR OPENING + 80 mm

Welded

Bulkhead
plate
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MRN AD 301 A-30 Door / A-60 Door
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